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 Height with cabinet mm 1630 / 1750                                          1630 / 1750

 Width mm 520                                                       520

 Depth mm 580                                                       580

 Depth with open door mm 980                                                       980

 Weight with cabinet Kg 85                                                         80

 Power supply V/hz 230 / 50                                                230 / 50

 EVA-EMP consumption (idle mode) Wh/h 66                                                         66

 Pover capacity   W 1560                                                     1560

 Water connection   Mpa 0,1 - 0,8                                                0,1 - 0,8

 Canisters   n° 5 min / 6 max                                             6 standard

 Boiler pressure 650 cc                                    pressure 650 cc

 Protocol  MDB, Executive, BDV                            MDB, Executive, BDV

 

  Technische Eigenschaften Espresso                                                     Instant
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Large direct selection buttons

simple to use.

High performance FAS mixer with 

integrated extraction system.

Espresso version with innovative FAS 

coffee unit guarantees excellent quality

espresso coffee, with a consistent 

temperature for each drink.

•  The innovative coffee and mixer unit delivers excellent quality drinks 

•  Fully automatic table top beverage machine, with 300 cup capacity

•  Strong impact design with illuminated dome feature

•  Blue, alphanumeric LCD with two rows of 20 characters 

•  Up to 6 high capacity ingredient canisters 

•  Individual solenoid valve allocated to each mixing unit, 
    allowing different temperatures, for each instant drink

•  Cup drop unit with simple cup diameter adjustment

•  Adjustable stirrer release system

•  Rielda programmable code lock fitted to machine and base cabinet

•  Compatible with all major payment systems
    fitted internally to the machine

•  Multi-Protocol MDB, Executive, BDV 

•  Boiler pressure 650 cc


